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upkeep. By the proper use of bails is meant the temporary and systematic
fencing off of sections of grazing lands for penning cows prior to milking.
The use of concrete platforms in fields in conjunction with portable bails is
often practised, but this method cannot be recommended. Pounding of
the ground by the animals and dirty conditions often result and one of the
chief advantages obtained from the use of a portable bail, that of returning
the manure to the land, is lost. As with milking machines, cleanliness is
again extremely important.

Fig. 99 shows the " Gascoignette " portable milking machine which can
usefully be employed for a small herd or where scattered buildings are
found. This is a completely mobile apparatus which has replaced the
" Gascoigne " 10/20 portable milker, employs one to four buckets and is
much lighter in weight. All the necessary power and milking equipment is
carried to any point where milking is taking place and, if desired, it can be
connected to fixed vacuum pipes for indoor use or to outside vacuum lines.
A larger type of portable bail which possesses the considerable advantage
of handling the milk from cow to churn, together with the sterilisation of
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FIG. 105.    Gascoigne Open-air Milking Bail.    (Plan.)
the utensils, is shown in Figs. 104 and 105. Many other types of portable
bails are available, some of which are designed for use with mobile dairy
attachments.
Removal of the Milk
Where the milk is collected from each animal in separate receptacles, it is
essential that the product should reach the dairy in the shortest possible time.
This speedy removal is essential in view of the many possibilities of con-
tamination which occur if milk is allowed to stand in the cowshed in open
pails or churns, as is so often the case. Milk may be removed to the dairy
by hand or may be poured into a covered receiving pan situated in a receiving
room or at one end of the cowshed, after which it should flow through into
the dairy to discharge over the cooler. If it is not possible or convenient to
remove milk immediately, a receptacle large enough to hold the milk of four
or five cows and {provided with a tight-fitting cover is essential. Unnecessary
pouring of milk in the cowshed should, however, always be avoided. Milk
readily absorbs any malodours or flavours which may be present in the
vicinity, and the proximity of the product to any materials emitting such
odours should be avoided. Carrying pails should be of four gallons
capacity, straight sided, constructed of stainless steel and possess a tight-
fitting lid.